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NOTES:
1. MEETS OR EXCEEDS 
ASTM C1464-06 AND ASTM C1048 
2. SAFETY CRITERIA 
CPSC 16 CFR 1201
CATEGORIES 1 & 2
AND ANSI Z97.1
3. SGCC CERTIFICATION REQUIRED

CELA-935
CELESTA ADJUSTABLE WIDTH

Luxury Door & Inline Panel
CELA-935

Features
•	 Celesta Euro-style Door & Inline Panel 
•	 8” Euro-style pull handle
•	 3/8” (10 mm) thick tempered glass available in Clear
•	 1” adjustment range provides increased plumb and level 

tolerance
•	 Anodized aluminum hardware prevents rusting or corrosion
•	 Lineals are smooth and easy to clean.
•	 Available in two heights and four widths
•	 U-Channel width = 11/2”

Glass Options
•	 3/8” Clear (CL)
•	 AquaGlideXP Clear (XP)

Finish Options
•	 Chrome (SV)
•	 Brushed Nickel (BN)
•	 Oil Rubbed Bronze (OR)

Applicable Codes/Standards 
Specified model meets or exceeds the following:
•	 ASTM C1464-06 and ASTM C1048
•	 Safety criteria CPSC16 CRF 1201 categories 1 & 2 and 

ANSIZ97.1
•	 SGCC Certification required.

Installation Notes
Install this product according to 
the installation guide.

www.bascoshowerdoor.com
CELA-935specdetails.pdf

1-800-45-BASCO
(1-800-452-2726)

GLASS SIZING CHART

Glass Size (Inches) / Weight (lbs)

72” Unit Height 76” Unit Height

163/8” x 7113/16” - (41.33 lbs)

173/8” x 7113/16” - (44.03 lbs)

283/8” x 7113/16” - (71.69 lbs)

293/8” x 7113/16” - (74.55 lbs)

28” x 719/16” - (70.96 lbs) 163/8” x 7513/16” - (43.63 lbs)

173/8” x 7513/16” - (46.48 lbs)

283/8” x 7513/16” - (75.68 lbs)

293/8” x 7513/16” - (78.70 lbs)

28” x 759/16” - (74.93 lbs)

Unit Width 

Range # Width 

1

2

3

4

Door

45” - 46”

461/16” - 47”

57” - 58”

581/16” - 59”
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CELA-935

Panel

28” x 719/16” - (70.96 lbs)

28” x 719/16” - (70.96 lbs)

28” x 719/16” - (70.96 lbs)

Panel

28” x 759/16” - (74.93 lbs)

28” x 759/16” - (74.93 lbs)

28” x 759/16” - (74.93 lbs)

Door


